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Subpart A—General

§420.1 Scope.

This part prescribes the information
and demonstrations that must be pro-
vided to the FAA as part of a license
application, the bases for license ap-
proval, license terms and conditions,
and post-licensing requirements with
which a licensee shall comply to re-
main licensed. Requirements for pre-
paring a license application are con-
tained in part 413 of this subchapter.

§420.3 Applicability.

This part applies to any person seek-
ing a license to operate a launch site or
to a person licensed under this part. A
person operating a site that only sup-
ports amateur rocket activities, as de-
fined in 14 CFR 401.5, does not need a li-
cense under this part to operate the
site.

§420.5 Definitions.

For the purpose of this part.

Ballistic coefficient means the weight
of an object divided by the quantity
product of the coefficient of drag of the
object and the area of the object.

Compatibility means the chemical
property of materials that may be lo-
cated together without increasing the
probability of an accident or, for a
given quantity, the magnitude of the
effects of such an accident.

Debris dispersion radius (Dmsx) means
the estimated maximum distance from
a launch point that debris travels given
a worst-case launch vehicle failure and
flight termination early in flight. For
an expendable launch vehicle, flight
termination is assumed to occur at 10
seconds into flight.

Downrange area means a portion of a
flight corridor beginning where a
launch area ends and ending 5,000 nau-
tical miles from the launch point, or
where the IIP leaves the surface of the
BEarth, whichever is shorter, for an or-
bital launch vehicle; and ending with
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